NGS5000A

Gerador de nitrogénio ultrapuro

Caédigo do produto: 10-1292 (230v) -
UK| 10-1295 (230v) - EU | 10-1291
(110v) - US

Descricao

O NG5000A fornece nitrogénio ultrapuro para analises de limites de
detecgdo de tragos, por meio de tecnologia de adsorg&o por variagdo
de pressao (PSA) em fluxo maximo de até 5 L/min para aplicagbes
em CG. O NG5000A possui compressor de ar integrado ao sistema,
para laboratérios que ndo possuem compressor de ar externo.

Dicas de aplicacao

GC, ICP, DSC, DMA
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Generator Details

¢ Tipos de gases: Nitrogénio
¢ Compressor integrado: sim

Caracteristicas principais

¢ Adequado para aplicagbes em CG, DSC, DMA

¢ Permite fluxo maximo de até 5 L/min de nitrogénio para niveis de
detecgao de trago

¢ Adequado para aplicagcdes que necessitam de ultra pureza

¢ Disponivel com ou sem compressor de ar externo

¢ Possui coluna de CMS regenerativa

¢ Gas produzido sob demanda, adequando-se a rotina de seu
laboratério

¢ Garantia de 12 meses



Especificagbes técnicas
Tipo de gas

Fluxo max. de gas:

Pressdo max. de saida:

Pressdo max. de saida:

Max. pureza:

Qualidade min. do ar de entrada:

NG5000A - Gerador de nitrogénio ultrapuro

Nitrogénio

5L/min

80psi/5,5bar

80psi/5,5bar

upto 99.9995%

120psi/8,3bar

Pressdo max. de entrada: 130psi/9bar
Tempo de inicializacéo: 8 hours
Consumo de energia: 132 Watts

Voltagem: 1107230 + 10% VAC
Frequéncia: 50/60 Hz
Corrente: 0.5 Amps / 1.2Amps
Temperatura max. de operacao: 25°C/ 77°F
Certificagbes: CE

Tamanho (AxLxP) mm
Tamanho (AxLxP) pol.

Peso do gerador

1235 x 449 x 406,5 mm

48,6 x 17,7 x 16 inches

88kg / 193,6lbs
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| PEAK Protected ]

Peak Scientific gas generators define the benchmark in reliability, convenience and performance in laboratories around the world,
and come backed with a 12 month warranty. Beyond this period however you can ensure that your investment continues to be
[Protected] by our comprehensive generator care cover.

Our world-class aftercare support packages deliver a program of scheduled preventative maintenance whilst giving you the
reassurance of instant access to worldwide technical support and priority on-site response in the untimely event of a breakdown.

e For ordering parts visit: www.peakscientific.com/ordering/
e For service plans visit: www.peakscientific.com/service/service-plans/

Peak Scientific’'s Quality Management System conforms to: 1ISO:9001
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Peak Scientific UK
Tel: +44 (0)141 812 8100
Fax: +44 (0)141 812 8200

Peak Scientific North America
Tel: +1-800-767-6532
Fax: +1-978-608-9503

Peak Scientific China
Tel: +86 21 5079 1190

Fax: +86 21 5079 1191 UKAS
For a full list of our worldwide MANAGEMENT
office locations, please visit: SYSTEMS
Web: www.peakscientific.com 0003

Email: discover@peakscientific.com
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