Precision Hydrogen 200

Gerador de hidrogénio ultrapuro

Caédigo do produto: 63-0200

Descricao

Os gerador de hidrogénio Precision Hydrogen foram projetados para
fornecer gas necessario a detectores que requeiram hidrogénio
como gas de chama, como FID e FPD. Um gerador é capaz de
fornecer gas a multiplos detectores, estando disponiveis em
diferentes vazdes, adequando-se a diferentes necessidades de
aplicacgao.

Este gerador utiliza membrana de troca protonica para gerar
hidrogénio a partir da eletrélise da agua deionizada, utilizando filtro
dessecante para remogéo da umidade presente no gas produzido.
Este gerador também pode atender aos requisitos da célula de
colisdo de um ICP-MS.

Os geradores Precision Hydrogen possuem diversos recursos de
seguranga, que proporcionam tranquilidade total ao laboratério sendo
uma alternativa muito mais segura, confiavel e conveniente frente a
cilindros de gas.

Dicas de aplicagao

Gas detector de GC, gas de reagéo ICP-MS

380 mm 540 mm
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Generator Details

¢ Tipos de gases: Hidrogénio
¢ Compressor integrado: Nao

Caracteristicas principais

¢ Adequado para uso como gas de chama em limites de detecgéo
padrao

®  Pureza de 99,9995%

¢ Produz hidrogénio sob demanda com minimo armazenamento
interno

¢ Simples manutengéo, com substituigao de filtro e silica gel

¢ Detector de vazamento interno com desligamento automatico da
unidade

® Bomba de carga automatica como padrédo

¢ Simples manutengao, com baixos custos de durante vida
operacional



Especificagbes técnicas

Tipo de gas

Precision Hydrogen 200 Gerador de hidrogénio ultrapuro

Hidrogénio

Fluxo max. de gas:

200 *cc/min

Pressdo max. de saida:

100psi/6,9bar

Teor de hidrocarboneto:

Hydrocabon free

Pressdo max. de saida:

100psi/6,9bar

Conexé&o de saida de gas:

1 x 1/8” Swagelok compression fitting

Requisitos de pureza da agua:

ASTM Type Il (<1.0 uS /> 1MQ)

Consumo de agua:

Up to 0.24 L/Day

Tempo de inicializagdo:

180 mins

Consumo de energia:

367-422 Watts

Voltagem: 100-230 V
Frequéncia: 50/60 Hz
Corrente: 6 Amps
Produgéo de calor: 1000
Temperatura max. de operacao: 35°C/95°F
Certificagbes: CSA, CE, FCC

Tamanho (AxLxP) mm

406 x 380 x 540 mm

Tamanho (AxLxP) pol.

16 x 15 x 21,3 inches

Peso do gerador

31kg / 68,2Ibs

* Todas as taxas de fluxo sao indicadas em sccm em 273,15 K e 1,01 bar

| PEAK Protected |

Peak Scientific gas generators define the benchmark in reliability, convenience and performance in laboratories around the world,
and come backed with a 12 month warranty. Beyond this period however you can ensure that your investment continues to be

[Protected] by our comprehensive generator care cover.

Our world-class aftercare support packages deliver a program of scheduled preventative maintenance whilst giving you the
reassurance of instant access to worldwide technical support and priority on-site response in the untimely event of a breakdown.

e For ordering parts visit: www.peakscientific.com/ordering/

e For service plans visit: www.peakscientific.com/service/service-plans/

Peak Scientific UK
Tel: +44 (0)141 812 8100
Fax: +44 (0)141 812 8200

Peak Scientific North America
Tel: +1-800-767-6532
Fax: +1-978-608-9503

Peak Scientific China

Tel: +86 21 5079 1190

Fax: +86 21 5079 1191

For a full list of our worldwide
office locations, please visit:

Web: www.peakscientific.com
Email: discover@peakscientific.com
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Peak Scientific’'s Quality Management System conforms to: 1ISO:9001
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